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Safe-Hit’s driveable posts come standard with an 18” (457.2mm) closed end, driveable Soil Anchor. You may substitute

other anchor sizes. In heavy soil a 14” (355.6mm) or 18” (457.2mm) anchor is recommended. In sandy or loose soil a 24”

(609.6mm) anchor should be utilized. The 8” (203.2mm) anchor is used for concrete applications. 

ANCHOR OPTIONS

SOIL ANCHORS ANCHOR PLUG

Closed End Open End

INSTALLATION SUPPLIES

Safe-Hit anchors can be installed with a manual anchor installation tool or with power equipment in conjunction with

Safe-Hit drive tool accessories. When using power equipment, the appropriate drive shank for each brand and model of

jack hammer must be used, as well as an SH-6 ADAPTER that fits into the anchor.

Size Type Part No.

8” 203.2mm Open End Concrete (GP1) SHA1-08OE-GL
14” 355.6mm Closed End Anchor (GP3) SHA3-018C-GL
14” Open End Anchor (GP4) SHA4-18OE-GL
18” 457.2mm Closed End Anchor (GP5) SHA5-14C--GL
18” Open End Anchor (GP6) SHA6-14OE-GL
24” 609.6mm Open End Anchor (GP8) SHA8-24OE-GL
24” Closed End Anchor (GP9) SHA9-24C--GL

POWER TOOLSMANUAL TOOLS

SHANKS

ADAPTER 
DRIVE CAP

MAINTENANCE KIT
Includes cutting tool, replacement blade, adjustable
hacksaw and channel pliers. These tools are used
to remove broken or damaged posts from anchors.
Part No. SHTOL-50--MT

MANUAL ANCHOR INSTALLATION TOOL
The manual installation tool drives anchors into the 
soil. Designed to maintain the correct inside diameter 
and shape of the installed soil anchor. 
Part No. SHTOL-30-6-X

ANCHOR STRAIGHTENING TOOL
Used to straighten anchors installed
out of plumb.
Part No. SHTOL-60-ST

PILOT HOLE TOOL
Self-cleaning pilot hole tool for use
with power equipment to provide
pilot holes for Safe-Hit soil anchors
in compacted or adverse soils.
Requires drive shank or ADAPTER
for specific power tool used.
Part No. SHTOL-08-HT

2 PIECE (USED WITH SH-6) Part # Tool Size

SHTOL-07--HT Pionjar 7/8 x 41/4 (22.2mm x 107.95mm)

SHTOL-53--HT Stanley 7/8 x 31/4 (22.2mm x 82.55mm)

SHTOL-54--HT Thor 1 x 41/4 (25.4mm x 107.95mm)

SHTOL-55--HT Bosch 11/8 x 6 (28.58mm x 152.9mm)

SHTOL-56--HT Ingersol 11/4 x 6 (31.75mm x 152.9mm)

SHTOL-57--HT Stanley PD-45
SHTOL-58--HT Fairmont H4825C
SHTOL-59--HT Rhino PD-50

2 PIECE DRIVE SHANKS AND CAP ADAPTERS

DRIVE ADAPTER
Drive shank and cap ADAPTER
(1.5" (38.1mm) pipe drive) for
use with SH-6 drive tool. Drive
shanks and ADAPTERS are
available for most jack ham-
mers and piston type hammers.

SH-6 DRIVE TOOL ADAPTER
Used with drive shanks to
install soil anchors.
Part No. SHTOL-06-HT

1 PIECE ADAPTER DRIVE CAPS 
(SH-6 drive tool ADAPTER not required)

STANLEY PD45
Part No. SHT-70-HT

RHINO PD50
Part No. SHTOL-72-HT

BOSCH 1 1/8 x 6
Part No. SHTOL-68-HT

Part No.

SHAP-04A-BL




